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ABSTRACT

In this paper, we present a direct fault tolerant control (DFTC) technique, where by
"direct" we mean that no explicit fault identification is used. The technique will be

presented for the attitude controller (autopiiot) for a reusable launch vehicle (RLV),
although in principle it can be applied to many other applications. Any partial or complete
failure of control actuators and effectors will be inferred from saturation of one or more
commanded control signals generated by the controller. The saturation causes a reduction in

the effective gain, or bandwidth of the feedback loop, which can be modeled as an increase

in singular perturbation in the loop. In order to maintain stability, the bandwidth of the
nominal (reduced-order) system will be reduced proportionally according to the singular

perturbation theory. The presented DFTC technique automatically handles momentary
saturations and integrator windup caused by excessive disturbances, guidance command or

dispersions under normal vehicle conditions. For multi-input, multi-output (MIMO) systems
with redundant control effectors, such as the RLV attitude control system, an algorithm is

presented for determining the direction of bandwidth cutback using the method of
minimum-time optimal control with constrained control in order to maintain the best

performance that is possible with the reduced control authority. Other bandwidth cutback
logic, such as one that preserves the commanded direction of the bandwidth or favors a
preferred direction when the commanded direction cannot be achieved, is also discussed. In
this extended abstract, a simplistic example is proved to demonstrate the idea. In the final

paper, test results on the high fidelity 6-DOF X-33 model with severe dispersions will be

presented.

1. Introduction

Typical fault tolerant control techniques include integration supervisor, failure detection and
identification, followed by control reconfiguration. The paper [Bab9_____66]discusses an approach

developed for integrating the systems such that the fault tolerance requirements were met for all

stages of assembly. Some of the key integration issues are examined and the role of analysis
tools is described [Bab9____fi].A flexible flight control architecture that meets requirements for low-

cost and high reliability of the launch vehicle is presented in the paper [FT9(__)].It provides design
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workaroundsto optimizethe systemto meetits missionrequirements.In thepaper[CR94] the
designof a fuzzy logic supervisorfor a reconfigurableflight control law is described.The
objectiveof the supervisoris to maintaintheoriginalperformanceof theaircraftaftereffector
failure by adjustingthe gainsof theexistingcontrollaw. Thepaper[_ demonstratesan
innovativefault-tolerantapproachthat capturesthe knowledgeof functionaldecomposition,
failure modesand effectsanalysisand configurationmanagementin a dynamicprototyping
process.In thepaper[WSK+00] an open software architecture, called the Open Control Platform

(OCP), for integrating control technologies and resources is described. The specific driving

application is supporting autonomous control of vertical take-off and landing (VTOL)

uninhabited autonomous vehicles (UAVs).
Extensive research has been done in fault detection and identification. In the paper [BLM00...]

a stable scheme for bias estimation in the case of attitude tracking is presented. The scheme is

based on the design of nonlinear observers for unknown bias identification and state estimation.

The properties of the proposed scheme are evaluated through simulations using a generic

spacecraft model [BLM00].
The paper [Rau9_____44]gives an overview of fault diagnosis and control reconfiguration for

complex systems such as those required in the aerospace industry. The paper [BGM99] describes

a systematic computer-aided design procedure for Failure Detection and Identification (FDI) and

Adaptive Reconfigurable Control (ARC) for aerospace applications.
In the paper [JL0_._0_0]a geometric approach is developed for the model matching problem

specific to the reconfigurable control situation where failed control surfaces have to be emulated

by differential thrust. In the paper [WGW99] Quantitative Feedback Theory (QFT) was applied

successfully to enhance the robust stability and tracking performance of the pitch flight control

system for a remote pilotless vehicle (RPV), within its full flight envelope.
Autonomous unmanned systems require provision for fault detection and recovery. Multiply-

redundant schemes typically used in aerospace applications are prohibitively expensive and

inappropriate solution for unmanned systems where low cost and small size are critical. Aurora

Flight Sciences is developing alternative low-cost, fault-tolerant control (FTC) capabilities,

incorporating failure detection and isolation, and control reconfiguration algorithms into aircraft

flight control systems. In the paper [VM9_____66]a 'monitoring observer', or failure detection filter,

predicts the future aircraft state based on prior control inputs and measurements, and interprets

discrepancies between the output of the two systems. The fault-tolerant control (FFC) detects
and isolates the onset of a sensor or actuator failure in real-time, and automatically reconfigures

the control laws to maintain full control authority [VM96].

A technique for the design of flight control systems that can accommodate a set of actuator

failures is presented in the paper [HS_.H___9_9_].As employed herein, an actuator failure is defined as

a change in the parametric model of the actuator that can adversely affect actuator performance.

The technique is based on the formulation of a fixed feedback topology that ensures at least

stability in the presence of the failures in the set. Application to a single-input/single-output

design using a simplified model of the longitudinal dynamics of the NASA High-Angle-of-
Attack Research Vehicle is discussed [_. The principles underlying the fault-tolerant

controller are also presented in the paper [HC97].

The paper [BDR95] describes how fault tolerance has been addressed in the design of the
Attitude and Articulation Control Subsystem for the Saturn-bound Cassini spacecraft. The paper

[MAG+89] describes a fault-tolerant system for attitude and orbit control of Insat II spacecraft.

In the paper [PTD9____.___2]the Redundant Inertial Flight Control Assembly (RIFCA) is presented,



which is a systemthat offers a practical implementationof fault tolerantavionics through
redundancy.

A guidancesystemwith reconfigurationcapabilitiesapplicableto reusablelaunchvehiclesis
proposedin [SWM+0(]. The goal is to detect effector failure using on-line parameter identification,
adapt the inner-loop control system via a prescribed gain schedule to recover some maneuvering
capability, and employ on-line trajectory generation if necessary. This approach is presented via a case
study involving the X-34 RLV. The on-line trajectory generation scheme builds upon the authors' prior
work on off-line trajectory design. A new supervisory scheme for robust on-line failure detection

and isolation and adaptive reconfigurable control is presented in [BLM01]. The approach is

demonstrated through simulated carrier landings of an F/A-18C/D aircraft in the presence of

battle damage and critical subsystem failures. To circumvent difficulties stemming from an
incorrect assumption of relatively fast effector dynamics, a technique is presented in [VD01] for

compensating individual effector dynamics while respecting actuator constraints. In [BC01], a
method for pre-designing controllers for a switching control scheme for systems undergoing
actuator failure is described. The approach accommodates actuators frozen at non-zero positions

using a steady-state disturbance rejection technique.
Control reconfiguration features must be included into the guidance and control system

design for the 2 nd generation RLV to accommodate actuator failures. It is noted that all the fault
tolerant control techniques reviewed rely on some fault identification procedure, which in

general require large computational resource while providing limited fault recognition

capabilities. The separate control reconfiguration procedures will introduce additional delay in

responding to faults, which may reduce survivability.
In this paper, we propose a direct fault tolerant control (DFTC) algorithm that does not

depend on explicit fault identification. Control effector failures will be inferred from degradation
of control authority as indicated by control command saturation, and controller gain will be

adjusted based on the singular perturbation principle to ensure stability in the presence of failure.

This approach requires minimal computational resources while promising fast response to
undetected failures as well as large dispersions. The presented DFFC technique automatically

handles momentary saturations and integrator windup caused by excessive disturbances,

guidance command or dispersions under normal vehicle conditions. For multi-input, multi-output
(MIMO) systems with redundant control effectors, such as the RLV attitude control system, an

algorithm is presented for determining the direction of bandwidth cutback using the method of
minimum-time optimal control with constrained control in order to maintain the best

performance that is possible with the reduced control authority. Other bandwidth cutback logic,
such as one that preserves the commanded direction of the bandwidth or favors a preferred
direction when the commanded direction cannot be achieved, is also discussed. In this extended

abstract, a simplistic example is proved to demonstrate the idea. In the final paper, test results on

the high fidelity 6-DOF X-33 model with severe dispersions will be presented.

2. Singular Perturbation Approach to DFTC

From the vehicle health and integrity point of view, failures of control actuators or effectors,

hereafter indiscriminately called effectors, are different from saturation of the fully functional

effectors in the sense that an actuator failure results in permanent loss of use of the failed

effector, whereas actuator saturation typically results in temporary loss of use of the actuator.
However, both type of events have the same effects on the vehicle, that is the reduction in

control authority.



From this point of view, a stuck aero-surface is equivalent to a constant wind gust with
control saturation, and a degraded aero-surface or RCS effector is equivalent to a fully functional

effector subject to a disturbance torque. The controller cannot tell nor does it care whether

control command saturation is due to wind gust or a stuck effector, because it only computes the

required torque, based on the vehicle's mass property and the bandwidth (in a loose sense for

nonlinear systems) of the feedback loop, to eliminate the tracking error. A truly adaptive

controller should be able to do this even if the vehicle has lost significant control authority due to

control effector failure. It is up to the combination of the control allocation and the control

effectors to realize the required torque.
The loss of control authority will eventually result in an increase in the tracking error, which

will in turn cause the proportional and integral (PI) controller to produce excessive control

command, such as the torque command to the control allocation unit or the body rate command

to the body rate inner loop. Thus, controller adaptation can be triggered when the control

command exceeds a threshold that can be easily determined in real time. This is the philosophy

of the direct fault tolerant control, as no explicit fault identification is used for the adaptation. Of

course, any knowledge of the specific failure will be valuable for accurately determining the
threshold of available control authority that triggers the adaptation, for the reconfiguration of the

control allocation law, and for abort decisions.

Neglecting the flexible modes, the closed-loop vehicle dynamic behavior is governed by the

rigid body equations of motion under applied forces and moments that are determined by the
controller solely by the vehicle's mass properties and the (nonlinear) loop bandwidth in the sense

of signal attenuation and time lag in propagating through the loop. Thus, as long as the vehicle

mass property is not altered significantly in an unknown fashion due to the failures, which is

highly unlikely, the only change to the attitude control algorithm is to account for the bandwidth

change due to momentary or permanent control command saturation. This can be formulated as a

singular perturbation problem as follows.
Consider the singularly perturbed, closed-loop nonlinear tracking error dynamics modeled by

= f(t, x, v)

e_. = sat(A(t)z + B(t)u)

v = C(t)z

fv = F(t)w+G(t)x

u = M(t)w+N(t)x

where sat(-) is the saturation function, x is the tracking error state variable of the "nominal"

system, z is the state variable of the singular perturbation which may be an inner loop, or the

dynamics of the control actuators or effectors, and w is the state variable of a linear dynamic

feedback controller for the nominal system. For instance, F(t) = O, G(t) = I, M (t) = K I (t), and

N(t)= Ke(t) represent a PI controller where w is the error integral, and the time varying

integral gain K/(t) is applied at the output of the integrator. Note that for time varying gains,

this is different from the case where the integral gain K_(t) is applied at the input of the

integrator, for which M (t)= I and G(t)= K_ (t). A block diagram of this system is given in

Figure 1.
We assume that by design the null equilibriums x = 0 and y = 0 for the boundary layer

equation e i; = sat(A(t)y) are exponentially stable. The parameter c > 0 is a sufficiently small



constantwherebyl/c representstheseparationof time scaleof thefastdynamicsy(t) and the

slow dynamics x(t). By a well-known result in the singular perturbation theory [Kha96], there

exists an e" > 0 such that c < c* ensures the exponential stability of the overall system.

X

Figure I. Singularly Perturbed System Model

The parameter c can be approximated by the ratio between the outer loop (input, state and

time dependent) bandwidth co..... ,er and the inner loop bandwidth co,,_,_r as

E ---- (Otz'C_tltel"

con,inner

The saturation function can be approximated by a linear function with a variable gain K_t_.(a)

dependent on some indicator a for the "depth of saturation" as follows

sat(x) -- K,ft (a)x

where gel f _ 0 as the saturation deepens. With this approximation, the singular perturbation

equation for z can be approximated by

c_ (a)_ = A(t)z + B(t)u

where the effective time scale separation parameter e_.f (a) is given by

C

_'_ff(a ) -
Ks, , (a)

Thus, as saturation deepens, the e_n(a) will continue to grow until the required time scale

separation for the overall stability is violated. On the other hand, if the outer loop bandwidth can

be reduced in real time by a factor of Kef f (a), the overall stability will be maintained, albeit that



the tracking performancewill be sacrificed.Note that this degradedtracking performance
amountsto a reductionin controlauthorityfor the nextouterloop,suchastheguidanceloop.
Thus, the sameprinciplecanbe usedto scaleback the guidanceloop bandwidthuntil it is
determinedthat the crippled vehiclecanno longeraccomplishthe original missiongoal or
maintainsafeflight. At thattime,anabortdecisioncanbemade.

In orderto adjustthebandwidth,a meaningfulmetricof the"depthof saturation"needsto be
defined.An instantaneousmetric a(t) can be defined as the ratio of the commanded control

versus the available control, such as the commanded torque and the available torque as

determined by the control allocation unit, or the commanded aero-surface deflection angle versus

the (nominal) limit of the aero-surface deflection angle. However, such instantaneous metric

does not take into account of the "duty cycle" of the saturation over a period. A classical

approach to this problem is the describing function for periodic saturations. For aperiodic
saturations, we propose to use the integration of a nonlinear function l¢(a(t)) over a specified

moving time interval

'-T i¢(a(r))d'c
a_t_.(t) =

T

where x(.) is an appropriate Class-K function such that x(0) = 0, to(l) = 1, x(a) < a Va < I, and

t¢(a) > a Va > I. A convenient choice for such a x(.) is to(a) = a r for some r > 1.

3. Time-Varying Bandwidth DFTC

The proposed fault tolerant attitude controller takes advantage of the time-varying PD-

eigenvalue assignment stabilization technique used in the trajectory linearization controller

(TLC) [ZBH00] and [ZFH+01 ], and the recently developed time varying sliding mode controller

(TV-SMC) [SZD0______2].The time varying bandwidth synthesis formula is given in [ZM9_.___88]and

[Zhu____9_.In this section, design case studies of a TV-SMC and/or a TLC attitude controller for an

RLV will be presented to demonstrate the DFTC technique.

4. An Optimal Policy for MIMO DFTC Bandwidth Adjustment

Although performance degradation is inevitable when control commands saturate, for MIMO

systems with redundant control effectors more control authority can be allocated to the more
demanding output channels to achieve the best performance possible under the degraded control

authority. This can be accomplished by developing an optimal policy for determining the
direction of the available control authority, and consequently determine the direction of the depth

of saturation a and the effective gain Kef t.(a) for the DFTC bandwidth adjustment. For flight

control systems, this can be formulated as a problem of minimum-time optimal control with

control constraints.
Taking the control torque saturation for example, suppose at each control time instant the

control allocation unit can provide the (state dependent) maximum attainable moments set S.

When the commanded torque "c(t)=[L_(t) M_(t) N_(t)] v falls outside S, the objective is to

find an attainable torque r_,(t) =[L_(t) M_(t) N_,(t)] v _ S that minimizes the time T that it



takesto bring the currenttrackingerror x(t o) = x_ to a desirable state x(T)=x T . Then the

instantaneous depth of saturation is given by

a(t)=[Lc(t) Mc(t) U_(t)lT

The optimal attainable torque can be found by solving, the standard minimum-time optimal

control problem for the nominal system, that is, mmlmlzmg the minimum-time performance

index

ttl+T
J= _,,, l dt

subject to (see Equation (1))

k = f(t, x, v)

v(t,x) = -C(t)A -_ (t)B(t)u(t,x) = r(t,x)_ S

x(t,,) = x,,, x(T) = x T (t,,)

where the desirable final state Xw(t o) is chosen at t_ based on the criticality of the tracking error

in each channel, which will influence the direction of the allocated torque.

It is noted that the minimum time Tm_. serves as an indicator for the performance

degradation. When Tm_. exceeds a certain threshold, the guidance loop will have to reduce the

bandwidth as well, or abort may be necessary. It is also noted that the allocated torque is

different from the applied torque that is actually generated by the control effectors. The

difference between them is the torque loop tracking error to be handled by the dynamic control

allocation algorithm. The coordination of the guidance, attitude control and control allocation

loops and abort decisions will be made by a supervisory controller called autocommander.

5. An Illustrative Example

Consider the attitude kinematics and rotational dynamics associated with the equations of motion

of a rigid body

_[(t) = R(7(t))03(t)

h( t ) = -03( t) × h( t) + "c(t)

h(t) = J (t)03(t)

in which 7 = [_ 0 _]7. is the vector of Euler angles, 03= [p q r]T is the vector of body axis

angular velocities, his the associated angular momentum, "_= [L M N] T is the vector of

applied torques referenced to the body frame, and J is the inertia matrix.
With the goal of explicitly characterizing the effect that torque saturation has on effective

gain and deriving a heuristic gain adaptation policy, we begin with simple proportional inner and

outer loop control laws given by



zc(t ) = K.,,,,.rJ (t ) (co(t)- co(t))

o3(t) = K,,.,,.rR-t (7(0) (y,.(t) - 7(t))

where Ki,,,,,,rand K,,,,,.r are scalar gain parameters and 7,.(t) represents commanded Euler angles

generated by the guidance law. Here, following the singular perturbation philosophy, the idea is

to design a "fast" inner loop with respect the outer loop dynamics so that if e0(t)- o3,.(0, the

outer loop control law achieves approximate dynamic inversion with linear outer loop dynamics

whose bandwidth is determined by the gain parameter K,,,,,,r. This assumption then requires that

ot_ler

Kittller

be sufficiently small.
The difficulty one encounters when implementing this control strategy is that it may not be

possible to achieve the commanded torque demanded by the inner loop control law. To explore
this issue further, we assume that corresponding to an attainable moment set S, the control

allocation strategy is such that the achieved torque is in the same direction as the commanded

torque. That is,

x(t) = _('g.(t)) "I:(t)

where

1 if'c_Sc_(z )" <1 ({t_S

in such a way that the achieved torque equals the commanded torque if the latter lies within the
attainable moment set and the achieved torque lies on the boundary of the attainable moment set

in the direction of the commanded torque otherwise.

The inner loop with torque saturation can be analyzed using the Lyapunov function

v,.......(h) =- llhU.

Since h is always orthogonal to the cross product term o_×h, the derivative of V, ......(h) along

inner loop trajectories is

_,,,,_(h) = o'(z ) K, ...... h r (h - h)

where h,, = J(t) o). The similarity between this result and that corresponding to a first-order

linear system suggests that an effective measure of inner loop gain (bandwidth) is the original

gain parameter Ki,,,,,._ scaled by the saturation factor cy('t ). Scaling the outer loop gain

8



parameter K,,uter by the same factor would maintain the required value of I_, however the

modified control laws may not be well-posed since an algebraic loop is introduced. This

problem can be circumvented by filtering the saturation factor which leads to the control law

"c,.(t) = K, ......J(t) (co U)- 03(t))

_t (t) = Kj (oK1:, (t)) - of (t))

o3 (t) = ot (t) K,,,,,,rR-j (y(t)) (7,.(t) - qt(t))

in which (yf(t) is the filtered scale factor and K t is a filter parameter.

Nonlinear simulations were conducted using guidance command and time-varying inertia

profiles representing the X-33 during ascent. Gain parameters were selected as K,,,,,. = 1 and

Ki,,,,,r = 5. This value of K,,,,,,r yields reasonable tracking performance in the ideal case of an

instantaneous inner loop without saturation, as depicted in Fig. 2. The value of Ki ....... yields a

sufficiently fast inner loop without torque saturation since the resulting outer loop attitude

tracking performance, depicted in Fig. 3, is nearly identical to the ideal case. Based on the

corresponding commanded/achieved torque response in Fig. 4, saturation limits of 5000 N-m

were subsequently imposed independently in each body axis channel, for which the associated
attainable moment set is a three-dimensional hypercube. The effect of saturation without gain

adaptation is evident from the attitude tracking response shown in Fig. 5 and the achieved torque

response shown in Fig 6. The modified control law using the filtered scale factor yields the
attitude tracking response shown in Fig. 7 and the achieved torque response shown in Fig. 8.

Here we see that tracking performance suffers somewhat during the initial portion of the ascent

in which the torques required to closely track the attitude command greatly exceed the imposed

limits (recall Fig. 4) and the outer loop gain is significantly reduced based on the gain adaptation

policy described above. However, once the commanded torques recede to within limits, the

outer loop gain is restored to its nominal value and nominal tracking performance is recovered.

6. Summary and Conclusions

In this section, the main results of this paper will be summarized. The advantages and

disadvantages of the DFTC technique will be discussed, and further research for improving the

technique will be proposed.
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Figure 2. Attitude tracking response with instantaneous inner loop
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Figure 3. Attitude tracking response without torque saturation
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Figure 4. Achieved torque response without torque saturation
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Figure 5. Attitude tracking response with torque saturation but without gain adaptation
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